LINEARIight FLEX Protect Infinite

LFP500I-G1-24

LFP1500I-G1-24
LFP3000I-G1-24
LFP4000I-G1-24

V| Wm|W/| Am | A | X | Terc] Ts[°C] -—

LFP500I-G1 24 4 36 0.167 1.500 | 120° <80°C -40...+85°C <9000mm

LFP15001-G1 24 9.8 58.8 0.408 | 2.450 | 120° <80°C -40...+85°C <6000mm

LFP3000I-G1 24 19.6 | 58.8 0.817 2.450 | 120° <80°C -40...+85°C <3000mm

LFP4000I-G1 24 26.2 | 78.6 1.092 3.275 | 120° <80°C -40...+85°C <3000mm
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LINEARIight FLEX Protect Infinite

LFP500I-G1 / LFP1500I-G1
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LINEARIight FLEX Protect Infinite

IP67
CONN-FLEX-IP67-2P KIT 5PCS JUMPER-FLEX-IP67-2P KIT 5PCS
EAN 6937186141064 EAN 6937186141040

X

In case of cut module, make sure INVENTRONICS logo is present/visible in each installed module. ")
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LINEARIight FLEX Protect Infinite
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LINEARIight FLEX Protect Infinite

ENDCAP-IP67 KIT 10PCS| | 2 3
EAN 6937186131850
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@ 1) In case of cut module, make sure INVENTRONICS logo is present/visible in each installed module. 2) Optional ® 1) En cas de dé-
coupe du module, assurez-vous que le logo Inventronics soit présent/visible sur chaque module installé. 2) En option O 1) In caso di
taglio del modulo, assicurarsi che il logo Inventronics sia presente/visibile su ogni modulo installato. 2) Opzionale @ 1) In geval van een
ingekort module, zorg ervoor dat het Inventronics-logo zichtbaar is op elk geinstalleerd module. 2) Optioneel ® 1) W przypadku przyciecia
modutu nalezy upewni¢ sie, ze logo Inventronics jest obecne/widoczne na kazdym zainstalowanym module. 2) Opcjonalnie
1) Modiil kesildigi takdirde, her takilan modiilde Inventronics logosunun mevcut/gérinir oldugundan emin olun. 2) Opsiyonel

© <4.16 A, suitable for dry and damp locations.
C us Class 2 power supply unit*

@ Geeignet fir trockene und feuchte Orte. Netzgerat der Klasse 2 ® Approprié pour une utilisation dans des endroits secs et humides. Bloc d’alimentation de classe 2
@ Adatta per ambienti secchi o umidi. Alimentatore Classe 2 @ Geschikt voor droge en vochtige locaties. Voedingskast klasse 2 @ Nadaje sig do suchych i wilgotnych
pomieszczen. Zasilacz klasy 2 @ Kuru ve nemli yerler igin uygundur. Sinif 2 glic kaynag tinitesi

Eloaywygag: Inventronics Netherlands B.V., Polluxstraat 21, 5047RA Tillburg

@ Forgalmazo: Inventronics Netherlands B.V., Polluxstraat 21, 5047RA Tillburg

Inventronics Poland Sp. z 0.0., Al. Jerozolimskie 94, 00-807 Warsaw, Poland

Inventronics Turkey Teknoloji Ticaret Limited Sirketi, Buyukdere Cad. Bahar Sok. River Plaza No: 13/5 Sisli 34394 Istanbul, Turkey
Uvoznik: Inventronics Netherlands B.V., Polluxstraat 21, 5047RA Tillburg

@ Inventronics Netherlands B.V., Polluxstraat 21, 5047RA Tillburg

WHeenTpoHnke Hupepnanauns b.B., Monykctpaar 21, 5047 PA Tun6ypr

Inventronics Guangzhou Technology Limited; Room 1105, Clifford Corporate Center Building, No. 15, Fuhua Road, Clifford Estate Panyu, Guangzhou,
Guangdong province, China, Postal code: 511496

FNETASREERAR; N ER XN TR BELR 165 TRRE T 01105F #h4: 511496
@ INVENTRONICS MALAYSIA SDN. BHD., Kuala Lumpur, Penang, Tower A Vertical Business Suite
@ Inventronics Korea Inc, Seoul, Yeongdong-daero 417
QHERAT (0L REHEIA, MBSEA ZHT ElIRt2252 6-9, 65 674%
@ @ @ @ @ INVENTRONICS (HONG KONG) LIMITED, Room 30-108C, 29/F, Tower 5, The Gateway, 15 Canton Road, Tsim Sha Tsui, Hong Kong
INVENTRONICS SSL India Private Limited, 4th and 5th floor, B Wing, Valipeer Road, Kalyan West, Kalyan, Thane, Maharashtra-421301

10 . @ ﬁ Inventronics GmbH
c € @ & - P67 Berliner Allee 65
‘ [Cioaass] 86153 Augsburg

4 G15130862 c2 Germany

‘IA 21.07.25 PAP www.inventronicsglobal.com




