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product - technical datasheet 

TEC Flex NeoGen 
140LEDs/m | 2000lm/m | 100% Made in Italy | IP67 
 
TFP2000S-NG2-xxx-24-05 L1 

  
Features & Benefits 

— 24V Constant Voltage Dimmable LED strip 

— High homogeneity and uniform illumination due to 140 LEDs/m 

— Constant flux over length and power supply variations thanks to active IC on each single unit  

— Color temperature: 2700K, 3000K, 4000K — Single color bin in 3SDCM 

— CRI: 80+ and 90+ 

— High Efficiency LED strips enabling energy saving 

— Fast and reliable protection for accidental reverse power supply — Robust ESD protection 

— Improved self-adhesive backside for easy and reliable mounting on different surfaces — Cables soldered one side for quick and safe 

installation 

— Long lifetime: 50.000 hours — 5 Years INVENTRONICS Guarantee 

— System combination with INVENTRONICS 24V Constant Voltage LED drivers, optional connectors, mounting accessories 

— Cables soldered one side for quick and safe installation 

 

 

 

 

Electrical & Output data 

 

 

 

 

 

 

 

 

 

 

 

 

Nominal Voltage 24.0 V 

Accidental reverse voltage protection up to 25.0 V 

Temperature range in operation @ Tc point -25°C...+80°C 

Storage Temperature  -30°C...+85°C 

Ambient Temperature  -25°C...+50 °C 

Application areas 
General Lighting in shopping malls, hotels, restaurants 

Residential installations 

Integration into coves, walls and aluminum profiles 

Light engine for luminaires 

Dry and damp environments, outdoor (UV-resistant) 

 

Approvals 
CE, UKCA, ROHS, CrUS 

Lowest Bending Radius = 20mm  

Number LEDs/m = 140 

Pre-soldered wires on one side 

For lengths: see tables below 
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Technical data  

Dimmable  Pulse width modulation (PWM) 

Dimming range  1…100% 

Lifetime  50.000 hrs (L70B50 &L80B10, Tp rated) 

Adhesive tape on backside  3M 

Complementary systems  Connectors, Profiles and covers, INVENTRONICS drivers and dimmers 

Minimum bending radius  2 cm 

Protection type  IP67 

Classification acc. to IEC 62031  Built-in 

 

 

Reference data 

 
Nominal 

CCT 
CRI lm/m W/m 

Luminous  
Efficacy 
[lm/W] 

LEDs/m 
Performanc
e Temp. Tp 

[°C] 

Length 
[m] 

TFP2000S-NG2-827-24-05 L1 2700K 80+ 1950 15,7 124 140 35 5 

TFP2000S-NG2-830-24-05 L1 3000K 80+ 2000 15,7 127 140 35 5 

TFP2000S-NG2-840-24-05 L1 4000K 80+ 2280 15,7 145 140 35 5 

TFP2000S-NG2-927-24-05 L1 2700K 90+ 1680 15,7 107 140 35 5 

TFP2000S-NG2-930-24-05 L1 3000K 90+ 1680 15,7 107 140 35 5 

TFP2000S-NG2-940-24-05 L1 4000K 90+ 1950 15,7 124 140 35 5 

 
 
 
Ordering Data 

Product description 
Product code 

(EAN10) 
Dimensions 

(length x width x height) 
Package content 

TFP2000S-NG2-827-24-05 L1 6937186120670 5000x8x1,5 1pc 

TFP2000S-NG2-830-24-05 L1 6937186120687 5000x8x1,5 1pc 

TFP2000S-NG2-840-24-05 L1 6937186120694 5000x8x1,5 1pc 

TFP2000S-NG2-927-24-05 L1 6937186120700 5000x8x1,5 1pc 

TFP2000S-NG2-930-24-05 L1 6937186120717 5000x8x1,5 1pc 

TFP2000S-NG2-940-24-05 L1 6937186120724 5000x8x1,5 1pc 

 

Optional Accessories   
 

Product Type  Product description  
Product code 
(EAN10)  

EAN10  
Package content  

  
End cap IP67  ENDCAP-IP67 KIT 10PCS  6937186131850 10 x endcap, 1x glue  

  
Connector IP67  
500mm cable  

CONN-FLEX-IP67-2P KIT 5PCS  6937186141064 5 x connectors   

  
Jumper IP67  JUMPER-FLEX-IP67-2P KIT 5PCS  6937186141040 5 x jumpers  

 
Cutting Tool CUTTING-TOOL-140L/M KIT1 6937186148964 1 x cutting tool 

  
 

Disclaimer 

 
Subject to change without notice. Errors and omission excepted. Make sure to use the most recent release. All values are aver age 
typical and cannot be used as reference for compliance tests.  
Always refer to the official data on web site: Inventronics flexible and area lighting   

 

* Always ensure that Tc will not exceed the maximum allowed value. 

https://design.inventronics-light.com/project/

